/system scheduler
add comment=DDNS-No-Ip-By-TorGoman interval=10m name=DDNS on-event=DDNS-No-Ip-By-TorGoman policy=ftp,reboot,read,write,policy,test,password,sniff,sensitive,romon start-time=startup

/system script
add comment=DDNS-No-Ip-By-TorGoman dont-require-permissions=no name=\
    DDNS-No-Ip-By-TorGoman owner=admin policy=\
    ftp,reboot,read,write,policy,test,password,sniff,sensitive,romon source="/sy\
    stem script environment remove [find name=\"previousIP\"]\r\
    \n:delay 2s;\r\
    \n:local noipuser \"youremail@gmail.com\"\r\
    \n:local noippass \"password\"\r\
    \n:local noiphost \"domain.ddns.net\"\r\
    \n:local inetinterface \"pppoe-out1\"\r\
    \n:global previousIP\r\
    \n:if ([/interface get \$inetinterface value-name=running]) do={\r\
    \n   :local currentIP [/ip address get [find interface=\"\$inetinterface\" d\
    isabled=no] address]\r\
    \n   :for i from=( [:len \$currentIP] - 1) to=0 do={\r\
    \n       :if ( [:pick \$currentIP \$i] = \"/\") do={ \r\
    \n           :set currentIP [:pick \$currentIP 0 \$i]\r\
    \n       } \r\
    \n   }\r\
    \n   :if (\$currentIP != \$previousIP) do={\r\
    \n       :log info \"No-IP: Current IP \$currentIP is not equal to previous \
    IP, update needed\"\r\
    \n       :set previousIP \$currentIP\r\
    \n       :local url \"http://dynupdate.no-ip.com/nic/update\\3Fmyip=\$curren\
    tIP\"\r\
    \n       :local noiphostarray\r\
    \n       :set noiphostarray [:toarray \$noiphost]\r\
    \n       :foreach host in=\$noiphostarray do={\r\
    \n           :log info \"No-IP: Sending update for \$host\"\r\
    \n           /tool fetch url=(\$url . \"&hostname=\$host\") user=\$noipuser \
    password=\$noippass mode=http dst-path=(\"no-ip_ddns_update-\" . \$host . \"\
    .txt\")\r\
    \n           :log info \"No-IP: Host \$host updated on No-IP with IP \$curre\
    ntIP\"\r\
    \n       }\r\
    \n   }  else={\r\
    \n       :log info \"No-IP: Previous IP \$previousIP is equal to current IP,\
    \_no update needed\"\r\
    \n   }\r\
    \n} else={\r\
    \n   :log info \"No-IP: \$inetinterface is not currently running, so therefo\
    re will not update.\"\r\
    \n}"
